
IP67

R

Industrial�standard�
-30℃�~�+125℃
Soldering����
4.6x0.5mm,�3.8x0.5mm����
Black����
PA���+GF�
Brass�with�tin�plated�or�nickel�plated����
Brass�with�nickel�plated����
250V��AC/DC�
800V�
6A�
≥100MΩ
≤4mΩ
IP�65�in�locked�condition�
��
�

Specifications

Standard�
Ambient�temperature
Termination��
Pin�dimensions��
Housing�color��
Housing�material��
Contact��
Central�nut��
Rated�voltage��
Rated�impulse�voltage��
Rated�current��
Insulation�resistance�
Contact�resistance�
IP�rating�

Contacts�

Pin�layout(Male)

Part�Number

Pins Male�

Male�

Valve�Plug,�Base�Conn.,�Type�C,�Rectangular
Solenoid�Valve

2+PE�
2+2PE�
3+PE���

RoHS

3+PE�2+2PE�2+PE�

VCCMAxx21-0
VCCMAxx22-0
VCCMAxx31-0
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FINECABLES�ENTERPRISE�CO.,�LIMITED 507www.finecables.com

xx：00=blackcircuit,�01=circuit�1,�02=circuit�2,�03=circuit�3,�04=circuit�4


