
PSG.0K.305.CLAC45=straight� plug� with� key(G)� and� cable� collet,� 0K� Series,� multipole� type� with� 5� contacts,� chrome-plated� brass�
outershell,�PEEK�insulator�with�male�solder�contacts,�C�type�collet�for�4.5mm�diameter�cable.

Straight�plug�with�cable�collet:

Fixed�socket:

ASG.0K.305.CLLC45Z=free�socket�with�key(G)and�cable�collet,�0K�series,�multipole�type�with�5�contacts,�outershell�in�chrome-plated�brass,�
PEEK�insulator,�female�solder�contacts,�C�type�collet�for�4.5mm�diameter�cable�and�nut�for�fitting�a�bend�relief.

Straight�plug�with�cable�collet:

FSG.0K.305.CYM=fixed�socket,�nut�fixing,�with�key(G),�0K�series,�multipole�type�with�5�contacts,�outershell�Ichrome-plated�brass,�PEEK�
insulator,�female�crimp�contacts.

Contact:�Page(067)

Insulator&contact�type:�Page(066)

Plate:�Page(066)

Collet�type:�Page(068)

Cable�OD:�Page(068)

Variant:�Page(161)

Model:�Pages(049~060)

Alignment�key:�Page(066)

Series:�Pages(049~060)

Insert�configuration:�Pages(061~065)
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Part�Number�Definition

K Series

Part�Number�Example
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Note:�"X"�refers�to�part�number�definition��on�page�48

Connector�series:�PSG
Contact:�Male
Key:�G(More�keys,�refer�to�page�66)�
Locking�type:�Self-locking
Orientation�type:�Straight
Part�No.:�PSG.XK.XXX.CLACXXZ
Mated�with:�FSG/SRG�series

PSG�Straight�Plug,�Nut�for�Bend�Relief,�Key(G),�Cable�Collet

Ambient�temperature:
Mating�endurance:
Insulator:
Connector�contacts:
Housing:

Seal/o-ring
Insulation�resistance:
IP�rating:
Shielding�efficiency:
Salt�spray�corrosion�test:

-55℃〜+200℃
>5000�cycles
PEEK
Brass�with�gold�plated
Brass�with�Cr�plated

Silicone
≥�100MΩ
IP�68
at�10MHz>95dB�/�at�1GHz>80dB
>144h

General�Information

Size Dimensions(mm)
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Note:�"X"�refers�to�part�number�definition��on�page�48

Connector�series:�PAG
Contact:�Male
Key:�G(More�keys,�refer�to�page�66)�
Locking�type:�Self-locking
Orientation�type:�Angled
Part�No.:�PAG.XK.XXX.CLACXXZ
Mated�with:�FSG/SRG�series

PAG�Angled�Plug,�Nut�for�Bend�Relief,�Key(G),�Cable�Collet

Ambient�temperature:
Mating�endurance:
Insulator:
Connector�contacts:
Housing:

Seal/o-ring
Insulation�resistance:
IP�rating:
Shielding�efficiency:
Salt�spray�corrosion�test:

-55℃〜+200℃
>5000�cycles
PEEK
Brass�with�gold�plated
Brass�with�Cr�plated

Silicone
≥�100MΩ
IP�68
at�10MHz>95dB�/�at�1GHz>80dB
>144h

General�Information

Size Dimensions(mm)
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